PARAGON TECHNOLOGIES — NAPRAWY SERVO | ZAWORY PROPORCJONALNE

PARAGON TECHNOLOGIES EUROPE
Merksplassesteenweg 97 / Unit 1
Belgia - 2310 Rijkevorsel

Tel.: +32 3 3130263

E-mail: info@paragontech.be

S PARAGON

www.paragontech.pl TECHNOLOGIES EUROPE




LOKALIZACJE PARAGONOWE NA CALYM SWIECIE

e USA - PARAGON CORPORATE - WARREN MICHIGAN

e USA - PARAGON ATLANTIC — CHARLOTTE — NORTH CAROLINA
e USA - PARAGON GREAT LAKES — WARREN MICHIGAN

* USA - PARAGON PACIFIC — HENDERSON - NEVADA

e CANADA - PARAGON CANADA — STONEY CREEK — ONTARIO

* EUROPE - PARAGON TECHNOLOGIES EUROPE — RUKEVORSEL - BELGIA
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NAPRAWA SERWO | ZAWOROW PROPORCJONALNYCH — 3 STANOWISKO TESTOWE.
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NAPRAWA SERVO | ZAWOROW PROPORCJONALNYCH - SZCZEGOtOWA tAWKA TESTOWA
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PRZYKtLADY TESTOWE

FLOW DIAGRAM
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Valve madel: AWRTE 16 Wo 2005 SSBE2KIIAIM
Senial number: FIy: 48421

Prncipe: o stage fipe

Spool posstion transducer. 10V

Coanection: pesitrve. undividual

Nominal control signal: 4.5 . 4.5V

TEST CONDITIONS

System pressure: 70bar (no lowd conditions)
Test amplirode: 4.5
Ol vemgerature: 12°C

(100% of nowminal control sigaal)

TEST RESULTS

DSS cormection (negative): made as 0.41H:
Flow at 4 5V: .42 SLAnin

Flow at +4.5V: + 74 dL/min

Date: 1-10:2009 11:14
Operator: 4575

W TARALUN

TECKNOLOGIES EURDFE

Valve model: AWRIE 16 W6-2005-45/6E24K3 1AM
Seriul number; F1: 48427

Principe: two sfage ype

Spool position transducer: 2/0V

Connection: pasiiive, individual

Nominal control signal: -1 . GV

TEST CONDITIONS

System pressure: 70bar {contral port blocked)

Test amplitude: 10V (100% of nominal control signal)
Oil temperature: 32°C

TEST RESULTS
Spual position 2t -10.0V
Spool position at +10.0V:

-0V
1oy

Date: }-10-2009 11:26.
Operator: 94573

Leakage Test

Differential pressure (bar)

Variation of leaks

LEAKAGE DIAGRAM
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Valve model: 4WRTE 16 W6-2005-45/6E24K3 1A TM
Seriul number; F1: 48427

Principe: fwo sfage type

Spoal position transducer: #/0V

Connection: posiiive, individual

Nominal control signal: <10 .. {06V

TEST CONDITIONS

System pressure: 70kar (control port blacked)

Test amplitude: 10V ( 100% of nominal control signal)
Oil temperature: 32°€

TEST RE
Masximal leakage: +0./ Lfnin
Hysteresis of leakage: 29.2% of rated signal

Date: }-10-2009 11:26.
Operator: 94573
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Valve model: 4WRTE 16 W6-2005-45/6E24K3 1A TM
Seriul number; F1: 48427

Principe: two sfage ype

Spool position transducer: 2/0V

Connection: pasiiive, individual

Nominal control signal: -1 . GV

TEST CONDITIONS

System pressure: 70bar {contral port blocked)

Test amplitude: 10V (100% of nominal control signal)
Oil temperature: 32°C

TEST RESULTS
Hysteresis of pressure: £2.9% of ruted vignal

Date: }-10-2009 11:26.
Operator: 94573
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SERVO NAPRAWCZE | ZAWORY PROPORCJONALNE - ROZNE MARKI :

*Abex
*Atchley
*Bosch
*Dynamic
*Moog
*Oilgear
*Parker
*Rexroth
*Vickers
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NAPRAWY ZAWOROW SERVO | ZAWOROW PROPORCJONALNYCH - PRZYKtADY
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NAPRAWY ZAWOROW SERVO | ZAWOROW PROPORCJONALNYCH - PRZYKtADY
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NAPRAWY ZAWOROW SERVO

PROCEDURA

e Kontrola wzrokowa i ocena na stanowisku badawczym, porédwnujgca wszystkie
specyfikacje ze specyfikacjami producenta.

e Demontaz.

e Wszystkie czesci sg sprawdzane i sprawdzane, aby upewnic sie, ze mieszczg sie w
tolerancjach i specyfikacjach producenta.

e Kazda czesc jest starannie czyszczona.

e Silnik momentowy jest demontowany na przewodach i magnesach.

e Uszkodzone czesci sg zastepowane oryginalnymi czesciami.

e Kazdy magnes jest ponownie namagnesowany do wtasciwej mocy

* Moment obrotowy silnika zostat catkowicie przebudowany.

e Wszystkie dysze sg ustawione

e Zawor jest montowany z nowymi uszczelkami.

e Testy funkcjonalne

e Regulacja i kalibracja silnika momentu obrotowego, przeptywu i cisnienia

e Dotgczone sg tabele testowe
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NAPRAWY ZAWOROW SERVO | ZAWOROW PROPORCJONALNYCH

Typ zaworow Bosch-Rexroth:

4WE 6
4WEH 10
4WEH 16
4WEH 22
4WEH 25
4WEH 32
4WRA 6
4WRA 10
4WRAE 6
4WRAE 10
4WRAEB 6
4WRAP 6
4WRBA 6
4WRBA 10
4WRBKE 10
4WRBKE 16
4WRBKE 27
4WRBKE 35

4WRD 10
4WRD 16
4WRD 25
4WRD 35
4WRDE 10
4WRDE 16
4WRDE 25
4\WRDE 27
4WRDE 32
4WRDE 35
4WRE 6
4WRE 10
4WREE 6
4WREE 10
4WREF 6
4WREF 10
4WREQ 6
4WREQ 10

4WRGE 10
4WRGE 16
4WRGE 25
4WRK 10
4WRK 16
4WRK 25
4WRK 32
4WRK 35
4WRKE 10
4WRKE 16
4WRKE 25
4WRKE 27
4WRKE 32
4WRKE 35
4WRL 10
4WRL 16
4WRL 25
4WRL 27

4WRL 35
4WRLE 10
4WRLE 16
4WRLE 25
4WRLE 27
4WRLE 35
4WRP 6
4WRP 10
4WRPE 6
4WRPE 10
4WRPEH 6

4WRPEH 10

4WRSE 6
4WRSE 10
4WRSEH 6

4WRSEH 10

4WRTE 6
4WRTE 10

4WRTE 16
4WRTE 25
4\WRTE 27
4\WRTE 32
4WRTE 35
4WRZ 6
4WRZ 10
4WRZ 16
4WRZ 25
4WRZ 32
4WRZ 52
4WRZE 10
4WRZE 16
4WRZE 25
4WRZE 32
4WS2ED 6

4WSE2EM6
4WSE2EM10
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NAPRAWY ZAWOROW SERVO | ZAWOROW PROPORCJONALNYCH

MOOG Modele Inne marki
62-1xx 641 660-665 ATCH LEY
62-3xx 642 D761
72-xxx 643 D769 DYNAMIC
73-xxx 644 79-1 OI LG EAR
76-xxx 645 79-2
760-xxx 650 765 PARKER
77-xxx 651 88 PEG ASUS
78-xxx 652 631
79-30x 656 691 SUNDSTRAND

VICKERS/EATON Modele

SM4-10

SM4-15
SM4-20 ] ™ )
SM4-40
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PARAGON TECHNOLOGIES EUROPE
Merksplassesteenweg 97/Unit 1

2310 Rijkevorsel

Belgia

Tel.: +32 3 3130263

Email: info@paragontech.be

| wiele innych opcji. Zadzwon do nas!
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